IP — INTERNET CONNECTION FOR ELA-CT3000 ACCESS CONTROL SYSTEM

Through 2 configuration operations, it is possible to connect the CT3000-IP panel via
INTERNET:

1.- the first one has to be made on the site where the panel is installed (configuration
of the access router to internet and of the DIGI module of the central)

2.- the second one is made on the PC where the ELA+ software is installed
(configuration of the COM input to get an access at the remote IP)

1- ONTHE INSTALLATION WHERE THE ACCESS PANEL IS INSTALLED:

This operation has to be made through Explrer. To have access to the DIGI moduleyou have
to putthe local IP of the central and to get access to the routeur you have to putyour
corresponding IP (In the Explorer adress bar)

DIGI Module:

User root
Password dbps

Put the IP in the local networka and the routeur IP to acceed to Internet.

A Digi Connect ME Configuration and Management - Microsoft Internet Explorer
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Following options have to be selected:

't Internet Explorer
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ADSL Router:

Each model has its own menus, but normally it used to be in the NAT one.
Open in the router the needed ports:

NAT , Virtual Server
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¥ou can configure the router as a virtual server so that remote users accessing services such as the web or
FTP at your local site via public 1P addresses can be automatically redirected to local servers configured with
private 1P addresses, In other words, depending on the requested service (TCP/UDP port number), the router
WIRELESS redirects the external service request to the appropriate server (Iocated at another internal IP address), This
tool can support both port ranges, multiple ports, and combinations of the two.

For example:

# Port Ranges: ex. 100-150

* Multiple Ports: ex, 25,110,680
« Combination: ex. 25-100,80
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2- ONTH EPC WHERE THE SOFTWARE IS INSTALLED:

First of all, you have to start DIGI REAL PORT, located in file inside the ELA campet.

Setup.exe

Select “"Add a New Device”. This one would not be found!.

&= Digi RealPort Setup Wizard @

Welcome to the Digi RealPort Setup
Wizard

Thiz wizard will help you to manage Digi RealPort on pour
spsten.

Digi's patented RealPort® software enables your application to

access your genial device over the network, ag if it iz connected
to & local COM port,

Please select an option:
" Add a Mew Device
" Remove an Existing Device

" |Update Digi RealPart Software

To continue, click MNext.

‘ Cancelar |

Then select “"Device Not Listed” and “following”.

&= Digi RealPort Setup Wizard @

Select Device
Fram the list below, select the device you would like to use. If your device iz not in

the list, select <Device not lizted: and click Nest.

Devices found on your netwark:

IP &ddress £ MALC Address Madel

Mo devices were detected. Y'our device may not be arvline or it may be Refresh
behind a firewall. Please see the Releaze Notes for more information.

< Alrds | Siguiente > | Cancelar |




In the following screen, you have to enter manually the IP adress and indicate Serial Port=1.
Alter this you have to selecta COM that is available.

Make sure the IP you are trying to connect, has the port TCP 771 open and redirected to the
local IP of the Digo module.

&= Digi RealPort Setup Wizard

Describe the Device
Enter infarmation for the device pou would like to use.

1. Dezcribe Your Device

LR B (St andard RiealPort Device

Senial Ports: 0 3:

2. Enter itz Mebwork Settings

IP Addrezs: : : -
TCF Port: 77 3:

3 Configure Additional Optiohs

[~ This Device Supports Encrypted R ealPort

< filras | Siguiente » | Cancelar |

To finsih, you have to select the same COM in the CONFIGURACION men of ELA software.



3- Configure the software ELA

Select Ethernet network, indicate the COM communications port number and its characteristics
115200,¢, 8,2.

Language Enilish ﬂ

Firm: [SPECTRA muli

Configuration type:

" USE

o Ethernet
netwnrk

- Communications setup

Memary refrezh delay 10
Mernary refrezh delay 10
Predetermined
e Ok Cancel
Site: |1 - Site nbl | add | Delete | Save |
M arme: |Site nb1
Communication code: Q000
USE identificatar of the panel an -
Ethernet netwark. configuration
Security code Q0o0ooaao
Communications port; Com1 -

Characteristics [Ex:9600,2.8.1] 115200.2.8.2
M awimurn number of attempts: 5

Bufer size: I [1024 fut 512

Inactivity marimum time [Sec. ] 10

Make Sure security code is 00000000 (Master code 8 on the ELA panel)

4- Configure the ELA central unit

The IP MODULE of the central unit indicates the communication speed, according o the
enclosed table:

SPEED Communication speed
1 9600
2 19200
3 38400
4 57600
5 115200
Other 115200

Factory default; SPEED=5
To change it, go to the menu OPTIONS / MODEM / IP MODULE



