
IP – INTERNET CONNECTION FOR  ELA-CT3000 ACCESS CONTROL SYSTEM 
 
 
Through 2 configuration operations, it is possible to connect the  CT3000-IP panel v ia 
INTERNET: 
 

1.- the first one has to be made on the site where the panel is installed (configuration 
of the access router to internet and of the DIGI module of the central) 
 
2.- the second one is made on the PC where the ELA+ software is installed 
(configuration of the COM input to get an access at the remote IP) 

 
 
 
1- ON THE INSTALLATION WHERE THE ACCESS PANEL IS INSTALLED: 
 
 
This operation has to be made through Explorer. To have access to the DIGI module you have 
to putthe local IP of the central and to get access to the routeur you have to put your  
corresponding IP (In the Explorer adress bar) 
 
DIGI Module: 
 
User   root 
Password dbps 
 
Put the IP in the local networka and the routeur IP to acceed to Internet. 
 
 

 
 
 



Following options have to be selected: 
 

 
 
Poner la DNS del proveedor de ADSL 
 

 



 
 
ADSL Router: 
 
 
Each model has its own menus, but normally it used to be in the NAT one. 
 
Open in the router the needed ports: 
 
NAT , Virtual Server 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
 
2- ON TH EPC WHERE THE SOFTWARE IS INSTALLED: 
 
 
First of all, you have to start  DIGI REAL PORT, located in file inside the ELA carpet. 
 
 
 
 
 
Select “Add a New Device”. This one would not be found!. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Then select “Device Not Listed” and “following”. 
 

 
 
 

Setup.exe



In the following screen, you have to enter manually  the IP  adress and indicate  Serial Port=1. 
Alter this you have to select a  COM that is available. 
 
Make sure the IP you are try ing to connect, has the port TCP 771 open and  redirected to the 
local IP of the Digo module. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
To finsih, you have to select the same COM in the CONFIGURACIÓN menú of ELA software. 
 



3- Configure the software ELA 
 
Select Ethernet network, indicate the COM communications port number and its characteristics 
115200,e,8,2. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Make Sure security code is  00000000 (Master code 8 on the ELA panel) 
 
 
4- Configure the ELA central unit 
 
The IP MODULE of the central unit indicates the communication speed, according to the 
enclosed table: 
 
 

SPEED Communication speed 
1 9600 
2 19200 
3 38400 
4 57600 
5 115200 

Other 115200 
 
Factory default; SPEED=5 
To change it, go to the menu OPTIONS / MODEM / IP MODULE 


