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Installation of DIGI Connect ME module for ELA CT3000-IP

CAUTION!
Before starting installation, itis necessary to disconnect fora while the network protections, as;
antivirus, firewall, etc.
- Antivirusis generally located on the Windows menu bar.
- Firewall is accessible on « Network connections/ Change firewall configuration ».
Do not forget reactivating those parameters once the installation is completed.

0. Consult network datas.

It is sometimes important to have informations about the existing network ; identify the IP adress
ranks of the installed PC’s, masks sub network or free IP adresses. Those informations should
usefull while installing the Digi Module, in the case the adressis not automatically found.

CAWINDOWS\system 3 2YCOMMAND . com

icrosoft(R>» Windows DOS
(C)Copyright Microsoft Corp 1990-2081.

SDOCUME™1~ACIE™1 .ACI >arp -a
Interface : 192.168.6.12 —— Bx2
Adresse Internet Adresse physigue Type
192 ._168.6.1088 BE-48-—9d-2a-25-—«cd dynamigue
SDOCUME™1SACIE™1 .ACI >ipconfig ~all

onfiguration IP de Windows

MHom de 1°hdte . . . . i acie—-14264116hf
Suffixe DHS principal . =

Type de nouwd . . . . . Hybride
Routage IP activé . . . & Hon
Proxy WINS activé . . . . . Mon

arte Ethernet Connexion au »éseau local:

Suffixe DHS propre & la connexion

Description . . . . . . Carte Fast Ethernet PCI 708 5iS
Adresse physigque . . . BB-BWE-A6—-BB-D7-78

DHCP activé. . . . . . Hon

fdvesse TP . . .. .. - 192 .168.0.12

Masgue de sous—résean 255255 _255.8

Passerelle par défaut . 192 _168.8.1

:SDOCUME™1~ACIE™1 .ACI >_
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1- Run the DIGI DEVICE SETUP WIZARD

Toinstall the device, execute the indicated file execute the indicated file on the computerthatis
going to manage the central unit.

1#5 40002319 _L.exe

Starting the DIGI DEVICE SETUP WIZARD application:

Digi Device Setup Wizard

Welcome to the Digi Device Setup Wizard
Thiz wizard will guide pou through the inttial device installation,

This vaizard will dscover vour desace on the network, help you to set it up for pour
application scenario, and save the canfiguration to the device,

£ over Device
Configure Device 1 Before you continue, make sure
LAY

® The davice iz connected and poweted up a2 described in the Quick Start Guide.
If wou have a device wath both a wired and 3 wirsless nterface, itis
recommended to connect it to the network using the wired intesface for initial
device configuration.

® “You have the MAC address of the device avalsble. The MAC addiess i located
on the white |abel on the bottom or back of the device

Save Settings

® Check to make sure that you do not have any firswall software rnning on the
computer iunring the setup wizard. Firewall software will prevent the setup wizard
from dizcovening the device on your local netwark.

To continue, click Mext.

(Suhent> ] (LA ] [ aice ]

Following
Digi Device Setup Wizard .3}
Dizcover Device

Locate vour Digi device an the netwark @

Frorm the list below, select the device pou would like to configure. |dentify pous device based
on the MAC Address. If your device is not in the list, select <Device not listeds and click Mext,

E} Dizcover Device Fichexer

IP Address MAC Address Product Mame | Firmwsare Version
..« 192 1660100 O040:90: 28 25:C0  Digi Conmect ME on 82000856_F5

Configure Device

Save Settings 58 <Device not listeds

Refresh |

< Préctdent || Suivant > Aorader | | Aide
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If you can see this message it meansthe IP address of the ELA panel is notin the same rank
asthe network

' Digi Device Setup Wizard E

Discover Device ‘e
Locste pour Digi device an the network. : !

From the st below, select the device pou would Bke to configure, Identify your desace based
an the MAC Address. If pour devace is not in the list, select <Device not Ested> and click Newt.

@ Discover Device Fowid Devicss:

IP Addvess MALC Address Froduct Mame  Fimware Version

Configure Device
__ ey i <misconfgured:  00:40:80:24:25C0  DigiConnect ME  VWersion B2000856_F5
Save Seltings 59 <Device not isted:

[ < Précédert | Suivan> | arcuier | [ aide |

In case of the ELA panel can't receive the IP address automatically, it will be necessary to enter
itmanually in the following step.

Digi Device Setup Wizard E

Conligure Network Setlings S~
Ertter the following settings to corifigure the Digi Connect ME For your nebwed @

The netwark settings can be assigned autoratically if your nefwark supports this
capabilty. Othemse, you need to ask your network administrator for the appropnate
nehwork seltings.

Discover Device

E‘ Conligue Device {_) Obtair: [P zettings automaticaly using DHCP

(%) Use the folowing P seltings

Save Seltings

P Addiess: iEE . 168, 0 . 100
Suibret Mask 265 255, 255 0
Default Gateway: 192.168. 0., 1
DMS Server:

Dromain:

Hizst Mame:

To continue. click Next.

P e —

Configure the IP address and subnet mask manually. The IP address consists of 4 numbers.
The last one should be different than that of other existing IP addressesin the network.

Continue until the installation is completed
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2- Locate the nb COM attributed to the DIGI Connect ME device

Thisinformation is available in The Start menu/ Settings / Control Panel / System. Open the
window " System propertfies", choose "Hardware" then "Device Manager". Here are the
Ports (COM & LPT).

-3 Cartes sétie multi-ports
?J]J Digi Connect ME (192,163.0,100)

Make a right dick on the mouse and select properties.

Advanced Properties
Propriétés de Digi Connect ME [192.168.0.100) [%[5] | pigi Connect ME (192.168.0.100) Advanced Properties
Général | Advanced | Pigte | Détals B Digi Connect ME [152 1680100 Praperties |Nelwmk| Advanced | Securty |
M. Fort 1 [COME)
Bu) D Connect ME (1921680100 Sy Dig Connect ME (192 166.0.100)

Diigi BeaPost for Windows:
Copyright 1998-2005 Digi Intsenaticnal lne.
Protected by U_5. Patent No. 5,047 319, Patents Pending. T

Device Infomation .
Drevice Descrphon:

Iodel Name: Digi Connact ME
No. of Ports: 1

-

|P Address: 192162.0000
TCP Port: ktal Rename Portz.. | Factory Defaulis..
Shabys: Connected
Desace LI itk A 92 1ERL0 100
Securty: Ercryption Off
& g DigiSupport- g/, digi com/support/
[ ok ][ anne _ Coeel | heob |

The ELA software doesn’'t accepta COM numberover 9 In the case the number hasto be
superior, this COM number can be modified on the options of the previous window making a
« clic» on the corresponding COM with the mouse.

To verify the COM isreally assigned, this information is also available on « Start / Configuration
/ Control panel / System / Hardware / Administrator ».

= 9 Ports (CoMet LPT)
- Digi Connect ME - Port 1 (COME)
: r;g" GlobeTrotker 3G+ Application Interface (COM4)
: n_br" GlobeTrotker 3G+ Diagnostics Interface (COMS)
b" Part de comrmunication (COM1)
: r;f Port imprimante ECP (LPT1)

Normally, there must be only one Digi module installed. If you find several, itis probably
because otherinstallations have been done previously. To solwe it, you have to uninstall the
onesthat have no use, induding the one you have installed and then repeat the installation of
Digi Module from the beginning.
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3- Configure the software ELA
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Select Ethernet network, indicate the COM communications port number and its characteristics

115200,e,8,2.

] Setup

Site:

Language Englizh ﬂ
Firm: [SPECTRA mult
Canfiguration type:
(" USE
o Ethermet
etk
- Communications setup
temary refresh delay 10
Memary refrezh delay 10
Predetermined
e Ok Cancel
1- Site nbl | add | Delte | Save |
M arne: |Site nb1
Communication code Q000
USE identificator of the panel an -
Ethernet netwiork, configuration
Security code Q00oo0nn
Communications port: COmM1 -
Characteristics [E = 9600,8.8.1] 115200.2.8.2
I amimum number of attempts: 5
Buffer size: In: [1024 out [512
Inactivity masimum time [Sec. ] 10

Make sure the security code is 00000000 (Master code 8 on the panel)

5- Configure the ELA central unit

The IP MODULE of the central unitindicates the communication speed, according to the

endosed table:
SPEED Communication speed
1 9600
2 19200
3 38400
4 57600
5 115200
Other 115200

Factory default; SPEED=5

To change it, go to the menu OPTIONS / MODEM / IP MODULE



