CONEXION IP-INTERNET PARA CONTROLES DE ACCESO ELA-CT3000

Madiante 2 operaciones de configuracion, es posible conectar la central CT3000-IP a través de
INTERNET:

1.- Una se realiza en la instalacion donde se encuentra la central (configuracion del
router de acceso a Internet y del médulo DIGI de la central)

2.- La otra se realiza en el ordenador que tiene el acceso al programa ELA+
(configuracion del puerto COM para que acceda a la IP remota)

1- EN LA INSTALACION DONDE SE ENCUENTRA LA CENTRAL:

Esta configuracion se realiza a través de Explorer. Para acceder al moédulo DIGI debemos poner
la IP local de la central y para acceder al router debemos poner su IP correspondiente (En la
linea de direccién de Explorer)

Médulo DIGI:

Usuario root
Contrasefia dbps

Poner la IP dentro de la red localy la IP del router para acceder a Internet

A Digi Connect ME Configuration and Management - Microsoft Internet Explorer
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Deben estar habilitadas las siguientes opciones:

't Internet Explorer
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Router ADSL:

Cada modeb tiene sus propios menus, pero normalmente suele ser en el apartado NAT.
Abrir en el router los puertos necesarios:

NAT , Virtual Server

Archrvo Edcion Ver  Favoritos  Herramientas  Ayuda
Quis - © - [8] & @ Posawte Jormons @ -5 - [JE B

Lirecciin !&J hitkp:f192.168.0,200/setupa. stm L Ir

Goaogle |[Gl+ .t:lln,@ S @~ O~ 12 Macadoresw 5659 loqueados | 3 Corractor artografic |$g‘[rad.u' » [

Virtual Server

¥ou can configure the router as a virtual server so that remote users accessing services such as the web or
FTP at your local site via public 1P addresses can be automatically redirected to local servers configured with
private 1P addresses, In other words, depending on the requested service (TCP/UDP port number), the router
WIRELESS redirects the external service request to the appropriate server (Iocated at another internal IP address), This
tool can support both port ranges, multiple ports, and combinations of the two.

For example:

# Port Ranges: ex. 100-150

* Multiple Ports: ex, 25,110,680
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2- ENEL PC DONDE RESIDE EL PROGRAMA ELA +:

Para empezar, hay que lanzar la aplicacion DIGI REAL PORT, que se encuentra dentro de un
fichero comprimido, en la carpeta del software ELA.

o= Digi RealPort Setup Wizard @

Welcome to the Digi RealPort Setup
Wizard

Thig wizard will help you to manage Digi BealPort on pour
spsten,

Digi'z patented RealPort® software enablas pour application to

access your senial device over the netwark. az if it iz connected
to alocal COM part.

Pleasze select an option:

" Add a Mew Device
" Remove an Existing Device

" Update Digi BealPort Software

To continue, click Next.

‘ Cancelar |

Se debera indicar la opcion “Device Not Listed” y “Siguiente”.

&= Digi RealPort Setup Wizard @
Select Device
Fram the list below, select the device you would like to use. If vour device is not in
the list, select <Device not listed: and click Nest.

Devices found on pour network;
IP &ddress £ MAL Address Madel

Mo devices were detected. our device may not be on-ine ar it may be Refresh
behind a firewall. Please ses the Releasze Naotes for maore infarmation.

< firas | Siguiente » | Cancelar |




En la siguiente pantalla, se debe introducir manualmente la direccion IP e indicar el Serial
Port=1y después seleccionar un COM que esté libre.

Asegurarse que la IP a la que se va a acceder, tiene abierto el puerto TCP 771 (o el que se
escoja) redirigido a la IP local del médulo Digi.

Describe the Device
Enter infarmation for the device pou would like to use.

1. Dezcribe Your Device

&= Digi RealPort Setup Wizard

Gl SR BT Rl | fandard RealPort D

Senial Ports: 0 3:
2. Enter itz Mebwork Settings

IP Addrezs: : : -
TCF Port: 77 3:

3 Configure Additional Optiohs

[~ This Device Supports Encrypted R ealPort

< filras | Siguiente » | Cancelar |

Para terminar, se debe seleccionar el mismo COM, en la ventana de CONFIGURACION del
software ELA.



3- Configurar el software ELA

Seleccionar red Ethemet, indicar n® de puerto de comunicacion COM y sus caracteristicas
115200,¢, 8,2.

/4 Configuracién

X

Idioma |Espaﬁol ﬂ
Empresa. |SPECTRA
Tipo configuracion:
[ UsSE
+ RedEthernet
Segundoz de refresco en estadisticas: 10
Segundos de refresco de central: 10
Cadigo de Comunicacian; {0000
Identificador USE de la central ali] hd
Configuracion red ethernet
Cadigo de seguridad: 00000000
Puerta de Comunicacionss: COM4 ¥
Caracterizticas [E(9600.2.9.1) 115200,2.8.2
M2 b ax. Intentos: 5
T amafio del Buffer I |1024 ot [512
Tiempo Max, Inactividad [Seq.): 10
Walores
Predeterminados Ok ‘ Cancelar ‘

Asegurarse de que el cédigo de seguridad es 00000000 (codigo maestro 8 en la central)

4- Configurar la central ELA

El IP MODULE de la central indica la velocidad

SPEED Velocidad de comunicacidon

9600

19200

38400

57600

115200

(@]
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115200

A la salida de fabrica; SPEED=5

de comunicacion, segun la tabla adjunta:

Para cambiarlo; ir al men OPCIONES / MODEM / IP MODULE




